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Montageanleitung

Mounting instructions

Instructionsde mantage

Instruccionesde mantaje

Istruzionidi montaggio

Montaj  Rehberi

11

7

11

8

10

5

6

6

4

1

2

3

9

1



2

+52 cm

+16 cm+16 cm

+24,5 cm+24,5 cm

+32 cm

+21 cm
Forflat roof
material
Without lealapron

Beforeyoustart mountingthe flashingspleasecheckthe dimensionsabove, whichshowthe readymounteddimensionsof the flashing. Youhaveto add
the dimensionsof the flashingto the dimensionsof the solar-panel soyouwill get the readymounteddimensionsof the completesolar-systen.

Thismountinginstructionis vaidfor corrugatedandflat roof tiles (for flat roof-tiles the the frontpartsarefabricatedwithout aluminuum-apron!!)

Readymounteddimensions



1

2

1

1

2

4,5X25 mm

Startthe mountingof the
frontparts with the left
one.Hook the frontpart
in the roof batten above
the added one and fix
the frontpart with 4
screvs. The holes for the
screwsarealreadydrilled

Beforeyou start mounting of the frontparts must add an additional roof
batten to stabilise the foreparts. The distance for this additonal roof
batten pleaseseein the pictureabove.

The middle frontpart (only necessaryin the
caseof more than 2 panels) must be hooked
on the sameroof batten asthe left one. Then
plug it into the left frontpart until the marked
signson the parts.

4,5X25 mm

Pleasenoticethat the frontparts
mustbe pluggeduntil the signs
beforeyoufix the middle-frontpart
with 4 screwsthroughthe already
drilledholes.
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4,5X25 mm
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Theright frontpart must be plugged
in the middle part (or left part in
the caseof 2 panels) in the same
way as mentioned in pict. no.04.
alsofix it with 4 screws.

6 a

After fixing the
frontparts start the
mounting of the
panels. Start with
the left one. Hookit
into the front part
and push the panel
to the left until it
fits like in the
detailed picture 6a
showed.
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Beforeyoufix the panel, add
two additionalroof battenslike
in the pictureshowed.


